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ABOUT US

Our Vision

Enabling verifiable science and making lab life 
easier for researchers.

Our Mission

To partner with the scientific community and 
help researchers advance the pace of discovery 
by creating instruments and services that 
improve their results.

Product Organization (PO)
Market Organization (MO)
Gilson Distributor 

Gilson is a family-owned global manufacturer of sample management and purification 
solutions for the life sciences industry. We help researchers advance the pace of 
discovery by creating easy-to-use lab devices that improve reproducibility and 
traceability. Since 1957, we’ve been developing innovative products, such as the first 
continuously adjustable-volume pipette, PIPETMAN®. By partnering closely with the 
scientific community, we have advanced our portfolio offerings, adding automated 
pipetting systems and chromatography instruments, plus intuitive software 
management capabilities. Backed by worldwide R&D, service, and support, Gilson 
strives to enable verifiable science and to make lab life easier for our customers.

A Global Presence

Whether through its integrated network (POs and MOs) or through its team of distributors, 
the Gilson brand is present and recognized in laboratories all over the world.

ABOUT US
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Gilson’s Interactive Guide
This version of Gilson’s product guide includes interactive links to 

documents, articles, and other resources that allow you to learn more 
about our technology and solutions. Below, you’ll find a key to what each 
icon represents. On each relevant product page, simply click on the blue 

icons to access relevant documentation or resources. 

 

Get in touch with our customer support to receive a 
quote for your product of interest.

Find additional tools and resources to learn more 
about Gilson solutions and technologies.

Visit www.gilson.com to learn more about each 
product.

Download or read an article or customer case study 
related to the product page you're reading.g.

Download useful files.

Our experts are available to answer all your questions.  
Contact us with any specific needs or requests. product 
questions!

Click on the link to reach the related accessories or 
product page within the product guide.

Find useful how-to or overview videos related to the 
product page you’re viewing...

Please note: this product guide is meant to be viewed digitally.
Visit gilson.com to access any of the relevant links throughout this guide.
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COVID-19 SOLUTIONS

SUPPORTING YOU IN THE FIGHT AGAINST COVID-19
We’ve consolidated our tools, technology, services, and resources that could help you 
as you continue with COVID-19 testing or studying the virus. Gilson is your partner 
in this fight. We want to enable you to be as efficient and safe as possible using the 
most reliable sample prep technology on the market.

MANUAL LIQUID HANDLING

Our manual liquid handling products can be used in every step of the COVID-19 testing 
workflow, where accurate, reproducible, and safe transfer of samples and reagents is required.

	● Full range of manual pipettes, including single, multichannel, and Bluetooth®–connected
	● Get absolute protection from cross-contamination with MICROMAN® E and Capillary 

Piston (CP) tips
	●  PIPETMAN® M 1200 µL can be used for the preparation of KingFisher RNA extraction 

deep well plates
	● Gilson’s Accredited Pipette Service Centers can provide onsite pipette clinics or back 

to base service programs to the exact level and frequency of service and calibration 
required by your facility

Connected Products
	●  PIPETMAN® M Connected and 

TRACKMAN® Connected offer enhanced 
manual pipetting with the ability to add 
sample traceability in conjunction with 
offer enhanced pipetting.

	● Full range of programmable, electronic 
pipettes

	●  PIPETMAN M Connected works in 
conjunction with TRACKMAN Connected 
tablet and accessories 

	● Full traceability for transfers from tubes to 
plates

	● qPCR template to plan and execute your 
qPCR or RT-LAMP test

	● Results saved in SciNote’s electronic lab 
notebook (ELN)

Pipette Tips
Either for air-displacement or positive-
displacement pipettes, we offer an extensive 
range of tips. From standard grade to high 
purity sterile filter tips, our easy-to-identify 
packaging fit your application and your 
needs, ensuring sample integrity within your 
workflow.

Find more tools and resources for the fight against 
COVID-19 at www.gilson.com.

COVID-19 SOLUTIONS

https://go.gilson.com/l/34672/2021-11-17/w8lrlf
https://go.gilson.com/l/34672/2021-11-17/w8lrlh
https://go.gilson.com/l/34672/2021-11-17/w8lrlh
https://go.gilson.com/l/34672/2021-11-11/w8lghc
https://go.gilson.com/l/34672/2021-11-11/w8lghc
https://go.gilson.com/l/34672/2021-11-11/w8lghf
https://go.gilson.com/l/34672/2021-11-11/w8lghk
https://go.gilson.com/l/34672/2021-07-29/w8f243
https://go.gilson.com/l/34672/2021-07-29/w8f243
https://go.gilson.com/l/34672/2021-07-29/w8f243
https://go.gilson.com/l/34672/2021-07-29/w8f243
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AUTOMATED LIQUID HANDLING

PIPETMAX® helps automate many COVID-19 protocols, freeing up your time for other laboratory 
tasks.

	● Low–cost entry–level automation
	● qPCR Assistant enables you to design and run your qPCR  

COVID-19 tests automatically. The Protocol Builder allows to 
easily build protocols for any methods

	● New 4x1200 pipette head enables fast sample transfers from  
tubes to plates

	● Bespoke PCR cabinet with UV light and HEPA filtration
	● Final report tracks can be directly imported into your 

thermocycler

We offer a customizable, automated viral transport media 
system that fits your budget.
	● Compact, low-cost tube filling system
	● Flexible tube/vial/plate holders
	● Peristaltic pumping technology for dispensing
	● Small footprint for use in biosafety cabinets
	● Quick start-up and installation
	● Easy-to-sterilize flow path for minimized contamination

INSTRUMENT SERVICE
Keep your instruments running like new with our 
preventative maintenance programs, extended warranty 
contracts, rapid in-house or onsite repair service 
and performance verification. 

BENCHTOP PRODUCTS

Our flexible, low-cost benchtop products include dry baths,  
vortexers, and centrifuges.

Dry Baths
	● For heat inactivation of the virus
	● RT-LAMP test development

Plate and Tube Centrifuge
	● To mix samples and reagents
	● To remove air bubbles from PCR plates

Vortex Mixers
	● High-speed mixing of samples and reagents
	● Mixing of Mastermix components
	● Mixing of sample and lysis 

buffer

Watch Video

COVID-19 SOLUTIONS

https://gilson.com/learninghub/post/how-to-service-and-care-for-your-pipette.html
https://gilson.com/learninghub/post/how-to-service-and-care-for-your-pipette.html
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WE’RE HERE TO HELP
We are committed to the highest caliber of quality and complete customer 
satisfaction with our suite of products and services. This commitment doesn’t end 
with your purchase—it only just begins. We provide custom solutions to help you 
meet a wide range of laboratory requirements including: service, preventative 
maintenance, calibration, and general product support. Gilson has dedicated service, 
support, and training teams worldwide to help you maintain maximum performance 
of your instruments, make your lab life easier, and ensure reliability of your data.

SERVICE EXPERTS  
READY TO HELP

MANUAL LIQUID HANDLING
Have our Expert Technicians Restore your Pipettes
Gilson is the expert on pipettes with over 50 years of experience 
in the industry. Regular maintenance of your pipettes ensures they 
operate within specification and deliver reproducible data with the 
accuracy you need. Regular service also helps minimize downtime 
in your lab, reduces the likelihood of unplanned, costly repairs, and 
increases the lifespan of your pipettes. Gilson service technicians are 
factory trained and use manufacturer parts along with proprietary 
software, such as Gilson Volumetrics™. Gilson Volumetrics 
utilizes automatic data transfer from our analytical balances and 
environmental probes to generate your service documentation with 
the utmost attention to detail and accuracy of data. Gilson is an  
ISO 9001-certified company and ISO 17025-accredited service is 
available throughout the organization.

AUTOMATED LIQUID HANDLING
Avoid Unexpected System Downtime and Assure Accuracy
Keep your instruments running like new by signing up for 
preventative maintenance services. With regularly scheduled 
preventative maintenance, you’ll extend the life of your instruments 
and save time and money by avoiding unexpected interruptions to 
your work. Additionally, you can have confidence in the accuracy 
and reliability of your results because we’ll ensure your instruments 
are operating within original specifications.

SERVICES
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ISO 17025 Accredited Service Available
Gilson's ISO 17025 accredited calibration 
labs can offer additional reporting on your 
calibration certificates for maximum traceability, 
perfect for GLP/GMP compliant labs. We can 
provide ISO 17025 compliant service both in 
our dedicated Service Centers as well as on-
site in your lab. You can be sure your pipettes 
maintain their original accuracy, precision, and 
performance capabilities.

SERVICES & SUPPORT

These pipette service offerings are only available in select locations. Visit www.gilson.com to learn more 
about our service and support options for your pipettes, instruments, and lab systems.

Quality Pipette Service Made Easy
Never question the integrity of your samples. Our flexible, tiered service level 
offerings, along with the option for ISO 17025 accredited service, are tailored 
to fit your lab’s needs. By regularly servicing your pipettes, you can minimize 
unplanned, costly repairs while increasing the lifespan of your pipettes.

QUALITY PIPETTE SERVICE MADE EASY
Never question the integrity of your samples. Our flexible, tiered service level 
offerings, along with the option for ISO 17025 accredited service, are tailored to fit 
your lab’s needs. By regularly servicing your pipettes, you can minimize unplanned, 
costly repairs while increasing the lifespan of your pipettes.

Ensure Accuracy and Reliability for 
your Instruments & Systems
Keep your instruments running like new by 
signing up for preventative maintenance 
services with our team of expert technicians. 
With regularly scheduled preventative 
maintenance, you’ll extend the life of your 
systems and save time and money by 
avoiding unexpected interruptions to your 
work. Additionally, you can have confidence 
in the accuracy and reliability of your results 
because we’ll ensure your instruments are 
operating within original specifications.

LITE PRO PREMIUMWHAT’S INCLUDED  

Visual & Functional Inspection

Internal & External Cleaning

Leak Test

Gravimetric Check

Preventative Maintenance

Re-grease As Needed

Pipette Label

Mail-In or Onsite Service Available

Calibration and Detailed Certificate

ISO 17025 Calibration Available

Lifetime Warranty

Free Repairs

SERVICES

https://go.gilson.com/l/34672/2021-07-29/w8f245
https://go.gilson.com/l/34672/2021-07-29/w8f245
https://go.gilson.com/l/34672/2021-07-29/w8f245
https://go.gilson.com/l/34672/2021-07-29/w8f245
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OEM CAPABILITIES

ORIGINAL EQUIPMENT MANUFACTURER PRODUCTS
Bring your ideas to market faster and with lower development and manufacturing 
costs by becoming an Original Equipment Manufacturer (OEM) partner with Gilson. 
We provide reliable and precise liquid handling components or complete systems 
that can be easily integrated into your core instrument, with support from a 
worldwide network you can depend on. Our philosophy is simple: build and support 
relationships that are as strong and reliable as our products.

Get to Market Faster with Our OEM Solutions
As a partner with Gilson, you will work closely 
with our research and development scientists and 
engineers and draw on their technical expertise to 
solve problems and develop your product. From 
proposal development to finished product and 
beyond, our team of experts is here to help you 
every step of the way. 

Customization Capabilities
Draw on our proven experience and strong 
engineering and manufacturing capabilities to help 
develop your custom product. We offer expertise 
and assistance throughout the entire process—from 
development and integration of the product, to 
support and on-going training.

Bring Us  
Your Idea

Partner  
with Gilson

Fast Product 
 Development

On-Time  
Delivery

 KEY BENEFITS

• Custom Products		  • Modular Design for Easy Integration
• Software Control Options		  • ISO 9001 Certified
• Fully Tested and Validated Product		  • Regulatory Compliance
• Custom Branding		  • Custom Packaging and Literature
• Outstanding Service and Support

Visit www.gilson.com to learn more about our OEM capabilities.

OEM CAPABILITIES

https://www.gilson.com/default/learning-hub?search=OEM
https://go.gilson.com/l/34672/2021-07-29/w8f247
https://www.gilson.com/default/learning-hub?search=OEM
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Highly Customizable Automated Liquid Handling 
Systems to Fit your Exact Needs
Gilson can provide standard liquid handling instruments to 
highly customized instrumentation across a wide variety of 
applications. Customization can be applied to simple, small 
components or to complete liquid handlers tailored to your 
unique specifications. Gilson has the liquid handling solutions 
to meet your requirements. Whether you want to aspirate, 
collect, dispense, inject, mix, or pump liquids, we can provide 
reliable, quality OEM products to fit your application.

Increase your Brand Awareness with Value Added 
Manual Liquid Handling Products
Gilson offers the ability to help increase your brand 
awareness with value added products. As an industry leader 
in manual pipetting, we can provide customized tools that 
deliver the precise control needed for accurate sample and 
reagent volume transfers. We offer a variety of pipettes in 
a range of ergonomic designs and volume sizes, as well as 
pipette controllers, tips, and accessories that enhance the 
pipetting experience and provide reproducible results. Our 
OEM/PL pipette is a genuine Gilson product providing the 
“Best Value” combination of quality, features, service, and 
price. Additionally, our Account Managers can help you align 
your company vision with product offerings that can be 
customized to increase your recognition in the market.

Automate Your Kits Through a Value Added 
Partnership (VAP)
The Value Added Partnership (VAP) is a shared cooperation 
in which Gilson maintains ownership of installation and 
support at your customers’ sites. Our VAP option is ideal 
for reagent manufacturers who wish to offer a complete, 
automated assay method to their customers without 
investing in sales or hardware support. In a VAP, you will 
work with our technical team to automate your method and 
validate your protocol on a specified Gilson liquid handling 
system. This shared cooperation allows you to benefit from 
our technical expertise and global coverage while increasing 
your kit and consumable revenue.

OEM CAPABILITIES
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Trusted Results Begin with Trusted Liquid Handling Tools
Gilson liquid handling tools deliver the precise control you need for sample and reagent 
volume transfers, ensuring reproducible results while making life in the lab easier. Beginning 
with the legendary PIPETMAN® technology, our liquid handling tools have evolved with your 
needs. Ergonomically designed with scientists like you in mind, we offer durable solutions from 
manual, single channel units to completely automated liquid handling systems.

PIPETTE SELECTION GUIDE

LIQUID HANDLING

Description Benefits Throughput Comfort 

PIPETMAN® M 

PIPETMAN® M Connected 

• Ease-of-Use

• On-Target Performance

• PIPETMAN® M Connected
Makes Manual Processes
Verifiable

L—M—H 
Medium to High

PIPETMAN® L

• Performance and Comfort

• Secure Pipetting

• Fully Autoclavable

L—M—H 

Medium to High

PIPETMAN® G

• Minimized Pipetting Forces

• Reliable Results

• Built-to-Last and Convenient

L—M—H

Low to Medium

PIPETMAN® �Classic
• Built-to-last

• Extremely Easy to Maintain

L—M—H 

Low to Medium

PIPETMAN® M
PIPETMAN® M �Connected

• Ease-of-Use

• On-Target Performance

• PIPETMAN® M Connected Makes
Manual Processes Verifiable

L—M—H 
Medium to High

PIPETMAN® L

• Performance and Comfort

• Secure Pipetting

• Fully Autoclavable

• Newest Models Equipped with
V-rings Fit Most Tip Brands

L—M—H 
Medium to High

PIPETMAN® G

• Minimized Pipetting Forces

• Reliable Results

• Built-to-Last and Convenient

L—M—H

Low to Medium

MICROMAN® E

• Reliable Results Even with 
Non-Aqueous Liquids

• Overall Protection

• Designed with Comfort �in Mind

L—M—H

Low to Medium

PLATEMASTER®

• Save Time and Increase your
Productivity

• Simplifies Sample Prep

• Convenient for any Microplate
Application

L—M—H
High

PIPETMAX®

• Upgrade to Automation �for
Reliable, Accurate Pipetting

• Free Yourself from Tedious
Sample Prep Work

• Stay Flexible—for Now and for
the Future

• PIPETMAN® Inside

L—M—H 
High
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LIQUID HANDLING
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What are Manual Air-Displacement Pipettes? 
Air-displacement pipettes are very accurate for 
standard pipetting applications. The piston, integrated 
in the lower part of the pipette, moves the liquid 
under the action of an air cushion (called dead 
volume) between the pipette and the liquid sample. 
It is recommended to use an air-displacement pipette 
with aqueous and non-viscous samples. Temperature 
and atmospheric pressure, as well as the specific 
weight and viscosity of the solution, can affect the 
performance of air-displacement pipettes. 

What are Electronic Air-Displacement Pipettes?
Electronic pipettes work like manual air-displacement 
pipettes under the action of an air cushion.  
The manual movement of the piston is carried out by 
an electronic motor, requiring virtually zero pipetting 
forces. They decrease the risk of RSI-type injuries 
caused by repetitive pipetting and improve comfort as 
well as reproducibility at the bench.

What are Positive-Displacement Pipettes?
Positive-displacement technology is ideal when 
working with infectious, viscous, foaming, hot, cold, or 
volatile liquids because the disposable piston within 
the capillary piston (CP) tip is in direct contact with 
the sample. The CP technology thus removes any air 
cushion inside the pipette and ensures the volume 
accuracy is not affected by the fluid’s properties.  
This also helps prevent contamination and protects 
both the user and the pipette.

PIPETTE FAMILIES POSITIVE-
DISPLACEMENT 

Air 
cushion

Disposable 
piston 

Disposable
capillary

Disposable
tip

Piston 
seal

Disposable 
piston 

Disposable
capillary

Piston 
seal

AIR-
DISPLACEMENT 

Watch Video

The Right Choice for your Liquid Handling

Liquid Types Applications Your Gilson
Solutions

Associated Gilson 
Consumables

Aqueous (ex. water, sucrose, Tris, buffer 
with a pH of 7)

Biology 
Biochemistry 
Clinical assays and 
immunoassays 
Cell culture 
Analytical chemistry

PIPETMAN® Classic 
PIPETMAN® G 
PIPETMAN® L 
PIPETMAN® M 
PIPETMAN® M 
Connected

PIPETMAN® DIAMOND Tips

Viscous (ex. glycerol, surfactants, oil)

Molecular Biology 
Petrochemistry
Point of Care 
Diagnostic
Pharmaceutical
Cosmetics
Environment
Food Quality Control

MICROMAN® E
DISTRIMAN® 

Capillary Pistons
DISTRITIPS®

Volatile (ex. ethanol, hexane,  
formaldehyde)

Hot or cold 

Foaming

Contaminated or toxic (ex. blood, 
infectious bacteria or viruses, hazardous 
radioactive isotopes)

Corrosive (ex. hydrochloric or sulfuric 
acid)

LIQUID HANDLING

https://go.gilson.com/l/34672/2021-11-11/w8lghp
https://go.gilson.com/l/34672/2021-11-11/w8lghp
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Access Pipette Analytics 
and Calibration History
PipetteScope® informs you exactly when 
your pipette needs to be calibrated. 
Through the app, you can easily request 
a calibration appointment and also view 
service history reports in one central 
location. PipetteScope gives you instant 
access to the pipette usage analytics as 
well as access to the user guide.

MAKE YOUR LAB AS SMART AS YOUR SCIENCE
TRACKMAN® Connected is a tablet with exclusive applications and accessories that 
make pipetting on different labware more reliable, improving the efficiency and 
traceability of your experiment.

Boost Your Experiment Reliability
When paired with PIPETMAN® M Connected, the 
installed PipettePilot® app guides you through 
your pipetting protocol. The app displays where, 
when, and how much to pipette with real-time 
interactions to prevent errors.

Get Immediate Reproducibility
With the digitally documented protocol, your 
team can be confident that a protocol is being 
executed the same each time.

Improve the Traceability of your Experiment
Integrate connected tools into your protocols 
in a safe and convenient way. 
TRACKMAN Connected offers complete 
traceability of your experiments by recording 
pipetting actions and environmental 
conditions.

Find more tools and resources 
at www.gilson.com.

Please contact your local Gilson sales representative to find 
out about the availability of this product in your country.

Watch Video

LIQUID HANDLING

https://play.google.com/store/apps/details?id=com.ionicframework.pml891886
https://go.gilson.com/l/34672/2021-07-29/w8f24h
https://go.gilson.com/l/34672/2021-07-29/w8f24h
https://go.gilson.com/l/34672/2021-07-29/w8f24h
https://go.gilson.com/l/34672/2021-07-29/w8f24h
https://go.gilson.com/l/34672/2021-07-29/w8f249
https://go.gilson.com/l/34672/2021-07-29/w8f249
https://go.gilson.com/l/34672/2021-07-29/w8f249
https://go.gilson.com/l/34672/2021-07-29/w8f249
https://gilson.com/gilson-connect.html
https://gilson.com/gilson-connect.html
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INSIDE YOUR KIT
Tablet with PipettePilot® and PipetteScope® Apps 
Interact with all your apps at the bench with the tablet included 
in your kit. The tablet comes preloaded with PipettePilot to 
create and track pipetting tasks. The app displays where and 
when to pipette with real time interactions to prevent pipetting 
errors and provides you with a report for complete traceability of 
your experiment.

Our other application, PipetteScope, helps you keep tabs on your 
pipette last calibration, user’s guide, and other useful pipetting 
metrics.

Environment Sensor
Monitor temperature, pressure, and humidity during your 
experiment with your environment sensor.

Benchtop Pipetting Accessories
Get all the accessories to integrate your tablet at the bench in a 
safe way: microplate holder, tempered glass screen protector, 5V 
power adapter, microplate adapter, and strip adapters.

Pair it with PIPETMAN® M Connected
Explore new possibilities in protocol execution 
assistance, traceability, and data acquisition through 
its Bluetooth® connection to Gilson applications.  
For more information about PIPETMAN M Connected, 
refer to page 14.

TRACKMAN® CONNECTED

Model Part Number

TRACKMAN Connected EU Plug FB1020

TRACKMAN Connected UK Plug FB1021

TRACKMAN Connected US Plug FB1022

Make Pipetting Easier for Your 
Molecular Biology Applications
We’ve worked closely with QIAGEN to 
program their gold-standard protocols into 
TRACKMAN Connected to reduce errors 
and bring greater traceability to your 
molecular biology applications. 

Depending on your protocol needs, 
we have three TRACKMAN Connected 
Starter Kits available: Single Channel, 
Multichannel, and Pro. Each starter kit 
includes PIPETMAN M Connected pipettes, 
TRACKMAN Connected tablet and 
accessories, and tips.

TRACKMAN® CONNECTED STARTER KITS 

Model Part 
Number

TRACKMAN Connected Starter Kit Single Channel (EU) FB10200 

TRACKMAN Connected Starter Kit Single Channel (UK) FB10201

TRACKMAN Connected Starter Kit Single Channel (US) FB10202

TRACKMAN Connected Starter Kit Multichannel (EU) FB10210

TRACKMAN Connected Starter Kit Multichannel (UK) FB10211

TRACKMAN Connected Starter Kit Multichannel (US) FB10212

TRACKMAN Connected Starter Kit Pro (EU) FB10220

TRACKMAN Connected Starter Kit Pro (UK) FB10221

TRACKMAN Connected Starter Kit Pro (US) FB10222

Visit www.gilson.com. to learn more about 
TRACKMAN Connected Starter Kits. 

Full range of accessories can be found on page 26.

https://go.gilson.com/l/34672/2021-07-29/w8f24k
https://go.gilson.com/l/34672/2021-07-29/w8f24k
https://go.gilson.com/l/34672/2021-07-29/w8f24k
https://go.gilson.com/l/34672/2021-07-29/w8f24k
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Make Manual Processes Verifiable
With PIPETMAN M Connected, explore new 
possibilities in protocol execution assistance and 
data acquisition through the Bluetooth® connection 
to Gilson applications. The pipette interacts in real 
time with your TRACKMAN® Connected system for 
increased accuracy and efficiency in both standard 
and repetitive modes. 

GILSON APPLICATIONS
PipettePilot® 
The PipettePilot app comes preloaded on the 
TRACKMAN Connected tablet. The app displays where 
and when to pipette in real time to prevent pipetting 
errors. The app also provides you with a report for 
complete traceability of your experiment.

PipetteScope®
With PipetteScope, know exactly when your pipette needs 
to be calibrated, request a calibration appointment, and 
view service history reports, all in one location. Additionally, 
with the app, you’ll gain visibility into your pipette’s usage 
analytics and get quick access to user’s guides. Download 
it for free on Google Play.

PIPETMAN M Connected Software
Executing custom protocols has never been easier. PIPETMAN M 
Connected Software allows you to create, save, and transfer up 
to ten custom protocols into PIPETMAN M Connected.  
Download it for free on www.gilson.com.

Please contact your local Gilson sales representative to find 
out about the availability of this product in your country.

PIPETTE SMARTER. REPORT FASTER. CONFIDENTLY. 
PIPETMAN® M Connected is an electronic, Bluetooth®-enabled pipette that 
offers accuracy and precision in both standard and repetitive pipetting modes. 
Requiring virtually no pipetting forces to aspirate and dispense samples,

PIPETMAN M Connected helps reduce pipetting fatigue and increase pipetting 
efficiency. PIPETMAN M Connected is available in 20 models, covering a volume 
range from 0.5 µL to 10 mL for single channel models, and 0.5 µL to 1200 µL for 
multichannel models.

LIQUID HANDLING

http://www.gilson.com
https://go.gilson.com/l/34672/2021-07-29/w8f24m
https://go.gilson.com/l/34672/2021-07-29/w8f24m
https://go.gilson.com/l/34672/2021-07-29/w8f24m
https://go.gilson.com/l/34672/2021-07-29/w8f24m
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�Gilson maximum permissible errors are guaranteed only when PIPETMAN pipettes are used with the recommended PIPETMAN DIAMOND Tips. 

Under these conditions, Gilson volumetric specifications in standard pipetting (PIPET mode) are guaranteed with a performance exceeding ISO 8655-2 
recommendations for this mode. In the absence of ISO recommendations for repetitive pipetting mode for air-displacement pipettes, Gilson volumetric 
specifications for repetitive pipetting (REPETITIVE mode) are guaranteed within ISO 8655-2 recommendations for standard pipetting (Cf. ISO 8655-2 table 1).

	

PIPETMAN® M CONNECTED SINGLE CHANNEL

Model PIPETMAN DIAMOND 
Tips

Part 
Number

Gilson Specifications ISO 8655-2

Standard PIPET mode
REPETITIVE 
mode volume

Systematic  
error (µL)

Random 
error (µL)

Volume Range Volume 
(μL)

Systematic 
error (μL)

Random error 
(μL)

P10M D10
DL10

DF10ST
DFL10ST F81040 0.5–10 µL

0.5
1
5
10

± 0.040
± 0.025
± 0.060
± 0.080

≤ 0.013
≤ 0.012
≤ 0.020
≤ 0.025

0.5–10 µL

± 0.12
± 0.12
± 0.12
± 0.12

≤ 0.08
≤ 0.08
≤ 0.08
≤ 0.08

P20M D200 DF30ST F81041 2–20 µL
2
10
20

± 0.075
± 0.100
± 0.150

≤ 0.025
≤ 0.035
≤ 0.050

2–20 µL
± 0.2
± 0.2
± 0.2

≤ 0.1
≤ 0.1
≤ 0.1

P100M D200 DF100ST F81042 5–100 µL

5
10
50
100

± 0.35
± 0.30
± 0.38
± 0.40

≤ 0.10
≤ 0.10
≤ 0.12
≤ 0.15

5–100 µL

± 0.8
± 0.8
± 0.8
± 0.8

≤ 0.3
≤ 0.3
≤ 0.3
≤ 0.3

P200M D200
D300

DF200ST
DF300ST F81043 20–200 µL

20
100
200

± 0.40
± 0.80
± 1.00

≤ 0.15
≤ 0.22
≤ 0.26

5–200 µL
± 1.6
± 1.6
± 1.6

≤ 0.6
≤ 0.6
≤ 0.6

P300M D200
D300

DF200ST
DF300ST F81044 20–300 µL

20
30
150
300

± 0.80
± 0.70
± 0.90
± 1.05

≤ 0.16
≤ 0.20
≤ 0.23
≤ 0.30

10–300 µL

± 4.0
± 4.0
± 4.0
± 4.0

≤ 1.5
≤ 1.5
≤ 1.5
≤ 1.5

P1200M D1000
D1200

DF1000ST
DF1200ST F81045 100–1200 µL

100
120
600
1200

± 2.5
± 2.4
± 3.6
± 6.0

≤ 0.4
≤ 0.4
≤ 0.8
≤ 1.2

20–1200 µL

± 16
± 16
± 16
± 16

≤ 6.0
≤ 6.0
≤ 6.0
≤ 6.0

P5000M D5000 F81046 500–5000 µL
500
2500
5000

± 10
± 15
± 25

≤ 2
≤ 4
≤ 7

100–5000 µL
± 40
± 40
± 40

≤ 15.0
≤ 15.0
≤ 15.0

P10mLM D10mL F81047 1–10 mL
1 mL 
5 mL
10 mL

± 25
± 30
± 50

≤ 4
≤ 8
≤ 12

200 µL–10 mL
± 60
± 60
± 60

≤ 30.0
≤ 30.0
≤ 30.0

 
	

PIPETMAN® M CONNECTED MULTICHANNEL

P8x10M
D10 
DL10

DF10ST 
DFL10ST

F81048
0.5–10 µL

0.5
1
5
10

± 0.05
± 0.04
± 0.08
± 0.10

≤ 0.02
≤ 0.02
≤ 0.04
≤ 0.06

0.5–10 µL

± 0.24
± 0.24
± 0.24
± 0.24

≤ 0.16
≤ 0.16
≤ 0.16
≤ 0.16P12x10M F81049

P8x20M
DL10
D200

DFL10ST
DF30ST

F81050
1–20 µL

1
2
10
20

± 0.08
± 0.09
± 0.15
± 0.25

≤ 0.05
≤ 0.06
≤ 0.10
≤ 0.12

1–20 µL

± 0.4
± 0.4
± 0.4
± 0.4

≤ 0.2
≤ 0.2
≤ 0.2
≤ 0.2P12x20M F81051

P8x100M
D200 DF100ST

F81052
10–100 µL

10
50
100

± 0.25
± 0.50
± 0.80

≤ 0.14
≤ 0.20
≤ 0.25

5–100 µL
± 1.6
± 1.6
± 1.6

≤ 0.6
≤ 0.6
≤ 0.6P12x100M F81053

P8x200M D200 
D300

DF100ST
DF200ST
DF300ST

F81054
20–200 µL

20
100
200

± 0.50
± 1.00
± 2.00

≤ 0.16
≤ 0.30
≤ 0.50

5–200 µL
± 3.2
± 3.2
± 3.2

≤ 1.2
≤ 1.2
≤ 1.2P12x200M F81055

P8x300M
D200 
D300

DF200ST 
DF300ST

F81056
10–300 µL

10
30
150
300

± 1.00
± 1.00
± 1.50
± 2.40

≤ 0.18
≤ 0.18 
≤ 0.375
≤ 0.45

10–300 µL

± 8.0
± 8.0
± 8.0
± 8.0

≤ 3.0
≤ 3.0
≤ 3.0
≤ 3.0P12x300M F81057

P8x1200M
D1200 DF1200ST

F81058
50–1200 µL

50
120
600
1200

± 4.0
± 4.0
± 6.0
± 9.6

≤ 0.7
≤ 0.7
≤ 1.5
≤ 1.8

50–1200 µL

± 32
± 32
± 32
± 32

≤ 12
≤ 12
≤ 12
≤ 12P12x1200M F81059

Full range of accessories can be found on page 26.
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On-Target Performance 
Trust your results with guaranteed performance  
in both standard and repetitive pipetting modes. 

Pipetting Comfort 
Lightweight and perfectly balanced with low 
ejection and volume setting forces, for hours of 
pipetting comfort.

Ease-of-Use
With a streamlined user interface and four 
pipetting modes, control of your sample prep 
is at your fingertips. Switch to custom mode to 
execute your own protocol transferred from the 
PIPETMAN M Software. 

PIPETMAN M is only available in select locations. 
For more information, please contact your local 
Gilson representative.

GUARANTEED PERFORMANCE WITH OUTSTANDING ACCURACY
The PIPETMAN® M electronic pipette combines the simplicity of a mechanical 
pipette with the consistency of an electronic liquid handling tool. The PIPETMAN M 
range has been designed for guaranteed accuracy and precision in both standard 
and repetitive modes for reliable sample preparation. 

LIQUID HANDLING

https://go.gilson.com/l/34672/2021-07-29/w8f24r
https://go.gilson.com/l/34672/2021-07-29/w8f24r
https://go.gilson.com/l/34672/2021-07-29/w8f24r
https://go.gilson.com/l/34672/2021-07-29/w8f24r
https://go.gilson.com/l/34672/2021-07-29/w8f24r
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ACCESSORIES

Description Part Number

PIPETMAN M Power Carrousel FB1001

PIPETMAN M Stand Adaptor F807023

�Gilson maximum permissible errors are guaranteed only when PIPETMAN pipettes are used with the recommended PIPETMAN DIAMOND Tips. 

Under these conditions, Gilson volumetric specifications in standard pipetting (PIPET mode) are guaranteed with a performance exceeding ISO 
8655-2 recommendations for this mode. In the absence of ISO recommendations for repetitive pipetting mode for air-displacement pipettes, Gilson 
volumetric specifications for repetitive pipetting (REPETITIVE mode) are guaranteed within ISO 8655-2 recommendations for standard pipetting 
(Cf. ISO 8655-2 table 1).

	

PIPETMAN® M SINGLE CHANNEL

Model PIPETMAN 
DIAMOND Tips Part Number

Gilson Specifications ISO 8655-2

Standard PIPET mode
REPETITIVE 
mode volume

Systematic  
error (µL)

Random 
 error (µL)

Volume Range Volume 
(μL)

Systematic 
error (μL)

Random 
error (μL)

P10M D10
DL10

DF10ST
DFL10ST F81022 0.5–10 µL

0.5
1
5
10

± 0.040
± 0.025
± 0.060
± 0.080

≤ 0.013
≤ 0.012
≤ 0.020
≤ 0.025

0.5–10 µL

± 0.12
± 0.12
± 0.12
± 0.12

≤ 0.08
≤ 0.08
≤ 0.08
≤ 0.08

P20M D200 DF30ST F81023 2–20 µL
2
10
20

± 0.075
± 0.100
± 0.150

≤ 0.025
≤ 0.035
≤ 0.050

2–20 µL

± 0.2
± 0.2
± 0.2
± 0.2

≤ 0.1
≤ 0.1
≤ 0.1
≤ 0.1

P100M D200 DF100ST F81013 5–100 µL

5
10
50
100

± 0.35
± 0.30
± 0.38
± 0.40

≤ 0.10
≤ 0.10
≤ 0.12
≤ 0.15

5–100 µL

± 0.8
± 0.8
± 0.8
± 0.8

≤ 0.3
≤ 0.3
≤ 0.3
≤ 0.3

P200M D200
D300

DF200ST
DF300ST F81024 20–200 µL

20
100
200

± 0.40
± 0.80
± 1.00

≤ 0.15
≤ 0.22
≤ 0.26

5–200 µL
± 1.6
± 1.6
± 1.6

≤ 0.6
≤ 0.6
≤ 0.6

P300M D200
D300

DF200ST
DF300ST F81014 20–300 µL

20
30
150
300

± 0.80
± 0.70
± 0.90
± 1.05

≤ 0.16
≤ 0.20
≤ 0.23
≤ 0.30

10–300 µL

± 4.0
± 4.0
± 4.0
± 4.0

≤ 1.5
≤ 1.5
≤ 1.5
≤ 1.5

P1200M D1000
D1200

DF1000ST
DF1200ST F81015 100–1200 µL

100
120
600
1200

± 2.5
± 2.4
± 3.6
± 6.0

≤ 0.4
≤ 0.4
≤ 0.8
≤ 1.2

20–1200 µL

± 16
± 16
± 16
± 16

≤ 6.0
≤ 6.0
≤ 6.0
≤ 6.0

P5000M D5000 F81016 500–5000 µL
500
2500
5000

± 10
± 15
± 25

≤ 2
≤ 4
≤ 7

100–5000 µL
± 40
± 40
± 40

≤ 15.0
≤ 15.0
≤ 15.0

P10mLM D10mL F81017 1–10 mL
1 mL 
5 mL
10 mL

± 25
± 30
± 50

≤ 4
≤ 8
≤ 12

200 µL–10 mL
± 60
± 60
± 60

≤ 30.0
≤ 30.0
≤ 30.0

 
	

PIPETMAN® M MULTICHANNEL

P8x10M
D10 
DL10

DF10ST 
DFL10ST

F81025
0.5–10 µL

0.5
1
5
10

± 0.05
± 0.04
± 0.08
± 0.10

≤ 0.02
≤ 0.02
≤ 0.04
≤ 0.06

0.5–10 µL

± 0.24
± 0.24
± 0.24
± 0.24

≤ 0.16 
≤ 0.16
≤ 0.16
≤ 0.16P12x10M F81026

P8x20M
DL10
D200

DFL10ST
DF30ST

F81027
1–20 µL

1
2
10
20

± 0.08
± 0.09
± 0.15
± 0.25

≤ 0.05
≤ 0.06
≤ 0.10
≤ 0.12

1–20 µL

± 0.4
± 0.4
± 0.4
± 0.4

≤ 0.2
≤ 0.2
≤ 0.2
≤ 0.2P12x20M F81028

P8x100M
D200 DF100ST

F81018
10–100 µL

10
50
100

± 0.25
± 0.50
± 0.80

≤ 0.14
≤ 0.20
≤ 0.25

5–100 µL
± 1.6
± 1.6
± 1.6

≤ 0.6
≤ 0.6
≤ 0.6P12x100M F81019

P8x200M D200 
D300

DF100ST
DF200ST 
DF300ST

F81029
20–200 µL

20
100
200

± 0.50
± 1.00
± 2.00

≤ 0.16
≤ 0.30
≤ 0.50

5–200 µL
± 3.2
± 3.2
± 3.2

≤ 1.2
≤ 1.2
≤ 1.2P12x200M F81030

P8x300M
D200 
D300

DF200ST 
DF300ST

F81031
10–300 µL

10
30
150
300

± 1.00
± 1.00
± 1.50
± 2.40

≤ 0.18
≤ 0.18 
≤ 0.375
≤ 0.45

10–300 µL

± 8.0
± 8.0
± 8.0
± 8.0

≤ 3.0
≤ 3.0
≤ 3.0
≤ 3.0P12x300M F81032

P8x1200M
D1200 DF1200ST

F81020
50–1200 µL

50
120
600
1200

± 4.0
± 4.0
± 6.0
± 9.6

≤ 0.7
≤ 0.7
≤ 1.5
≤ 1.8

50–1200 µL

± 32
± 32
± 32
± 32

≤ 12
≤ 12
≤ 12
≤ 12P12x1200M F81021

Full range of accessories can be found on page 26.
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